FOUNDATIONS

KORS 2B-700-800-1,2,3 lighting pole foundations are
designed as concrete block foundations, for soil bearing
capacity of Sdop,tla £20N/cm2. If the foundations of the
poles are placed in green areas, then the upper foundation
segment should be raised by ca 5-10 cm. Dimensions of
foundations are defined by Kleinlogel-Burklin method, and

they constructed from MB—20 concrete.

TEMELJ U TLU
FOUNDATION IN SOIL

TEMELJENJE

Temelji rasvjetnih stupova KORS 2B-700-800-1,2,3
projektirani su kao betonski blok temelji, za tla &ija je
nosivost Sdop,tla £20 N/cm?. Ukoliko se stupovi temelje
na zelenim povr§inama potrebno je gornji dio temelja
izdignuti cca 5—10 cm. Dimenzije temelja su odredene
po metodi Kleinlogel-Burklin, za spomenutu nosivost tla,

a izraduju se od betona kvalitete MB—20.

TEMELJ U ASFALTU
FOUNDATION IN ASPHALT
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TEMELJA (em) | (em) | (em) | (m3)
B 75 75 85 0,45
D 85 85 g5 0,69
E 95 95 110 | 0,99
V—volumen betona
V—concrete volume
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